
FEATURE

Steam Only

Steam and Vacuum

Accessories

Boiler Temperature

Steam Tip Temperature

PPressure (PSI / BAR)

# of Heating Elements

Heating System

Steam Ready Time

Cleaning Time

Tank Construction

Steam Hose Length

EElectromagnetic Filter

Electrical Cord Length

Total Water Capacity

Net Weight

Wattage

Warranty

Brio 500CC

√

-

25-piece

302ºF – 320ºF
150ºC – 160ºC

2245ºF  |  118ºC

72.5 / 5

1

CSS

4 minutes

Unlimited

Stainless steel

77'  |  2.1m

EMC2

16.4'  |  5m

6 cups  |  1.4L

18 lb  |  8.1 kg

1750W

Lifetime Boiler Tank

E3

√

-

13-piece

302ºF – 320ºF
150ºC – 160ºC

2245ºF  |  118ºC

58 / 4

1

Boiler type

10 minutes

75 minutes

Stainless steel

77'  |  2.1m

-

16.4'  |  5m

8.45 cups  |  2L

14.5 lb  |  6.5 kg

1780W

Lifetime Boiler Tank

Brio 250CC

√

-

21-piece

302ºF – 320ºF
150ºC – 160ºC

2245ºF  |  118ºC

58 / 4

1

Boiler type

5 minutes

45 minutes

Aluminum 
DDouble Wall

6.5'  |  2m

-

18.5'  |  5.6m

5.7 cups  |  1.35L

11.6 lb  |  5.2 kg

1400W

LLifetime Boiler Tank

Pronto 100CH

√

-

15-piece

302ºF – 320ºF
150ºC – 160ºC

2245ºF  |  118ºC

58 / 4

1

Boiler type

2 minutes

15 minutes

Aluminum

nn/a

-

19.5'  |  5.9m

1.25 cups  |  300cc

2.5 lb  |  1.1 kg

1200W

Lifetime Boiler Tank
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E5

√

-

13-piece 
+ 7 piece bonus kit

302ºF – 320ºF
1150ºC – 160ºC

245ºF  |  118ºC

58 / 4

1

CSS 

5 minutes

Unlimited

SStainless steel

7'  |  2.1m

-

16.4'  |  5m

9.3 cups  |  2.2L

15.5 lb  |  7 kg

1450W

LLifetime Boiler Tank

E40

√

-

14-piece
+ 7 piece bonus kit

302ºF – 320ºF
1150ºC – 160ºC

245ºF  |  118ºC

72.5 / 5

2

CSS

5 minutes

Unlimited

SStainless steel

9.6'  |  2.9m

EMC2

16.3'  |  5m

11 cups  |  2.6L

15.1 lb  |  6.85 kg

1700W

LLifetime Boiler Tank

E20

√

-

14-piece

302ºF – 320ºF
150ºC – 160ºC

2245ºF  |  118ºC

72.5 / 5

2

Boiler Type

10 minutes

75 minutes

Stainless steel

99.6'  |  2.9m

-

16.3'  |  5m

8.45 cups  |  2L

12.8 lb  |  5.8 kg

1700W

Lifetime Boiler Tank

EP1000

√

-

17-piece

302ºF – 320ºF
150º – 160ºC

2250ºF  |  121ºC

87 / 6

1

CSS

10 minutes

Unlimited

Stainless steel

99.6'  |  2.9m

EMC2

15.4'  |  4.7m

1.3 gallon  |  5L

23 lb  |  10.5 kg

1750W

Lifetime Boiler Tank

FEATURE

Steam Only

Steam and Vacuum

Accessories

Boiler Temperature

Steam Tip Temperature

PPressure (PSI / BAR)

# of Heating Elements

Heating System

Steam Ready Time

Cleaning Time

Tank Construction

Steam Hose Length

EElectromagnetic Filter

Electrical Cord Length

Total Water Capacity

Net Weight

Wattage

Warranty
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