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INSTRUCTIONS

FOR USING AND ADJUSTING
SHOE REPATRS
SEWING MACHINES

NOTE.—The machine is threaded when
sent from the factory, and the operator should
note carefully the manner in which this is
done before removing the thread from the

needle.

Machines of SHOE RFPAIR
SEWING MACHINE may be fitted
with the hand wheel and bobbin
winder either at the side or
at the pulley end of the
machine,

Speed of the Machine.

This should be regulated to suit the class of work
being done. For thick work, patching, menaing
and stitching elastics, put the driving belt upon the
larger pulley of the machine and the smaller pulley
of the stand, as this will give increased penetrating
power. For light work, put the belt upon the
smaller pulley of the machine and the larger pulley

of the stand.
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Fig. 1.

To Operate the Machine.
(See Fig. 1.)

Raise the feeding foot (1) by means of the lifter
(3) and place both feet upon the treadle. Turn the
hand wheel (7} when its handle is at the top,
from left to r1gnt and allow the feet to move freely
with the motion of the treadle. Continue to do
this until a regular and easy movement is acquired,
and you are able to re-start the machine without
the hand wheel turning in the wrong direction.

When familiar with the working movement; place
a piece of cloth or leather under the feeding foot (1),
then lower the latter by means of the lifter (3), and
operate the machine until you have become accus-
tomed to guiding the material.
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The material is moved along by the feeding foot
only, and the direction of the stitching can be
changed, as desired, by turning the revolving wings
(2). To make a curved line of stitching, operate
the machine slowly and, without turning the work,
turn the revolving wings sufficiently to produce the
desired curve.

The feeding foot rises between each stitch while
the needle is in the material, the needle serving as a
pivot upon which the material can be turned in
any direction. \Vhen desired, the feeding foot
may be fixed to work in a straight line, in any
direction, by tightening the knurled set screw (8).
Never turn the work or alter the direction of
the feed while the foot is pressing on the ma-
terial, as this may cause missed stitches and
damage the surface of the work.

To Ensure Perfect Action of the Machine

If fitted at the side of the machipe, the hand
wheel must always turn over from left to right or
clockwise.

If fitted at the end of the machine, the hand
wheel must always turn from the top towards the
operator.

The feeding foot must be raised, except when
sewing.

D . not work the machine with the shuttle and
needle threaded, unless there is material under the
feeding foot.

Avoid pulling the material when stitching, as
this may deflect the needle and cause it to strike
on the needle plate and break.
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Stop Motion

(See Fig. 2)

Iig. 2.

This device allows the hand wheel to run free
so that bobbins may be wound by hand without
operating the stitching mechanism. To loosen the
wheel, draw out the plunger (A) and turn its knurled
head slightly to the left or right. The wheel will
then turn in either direction without operating the
machine. Whenitisdesired to operate the machine,
turn the plunger head slightly and at the same time
turn the wheel slowly to allow the plunger to engage
in the hole in the inner dice
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To Remove the Bobbin.

Raise the needle bar to its highest point and lift
the feeding foot (1, Fig. 1) by means of the lifter
(3, Fig. 1). Press down the lever (C, Fig. 8) and
swing the needle plate round, as shown in Fig. 8.
Turn the hand wheel until the point of the shuttle
is nearest you, then lift out the shuttle with the
thumb and fore-finger ; turn it over and the bobbin
will drop out.

To Wind the Bobbin

Loosen the hand wheel, as described on page

5. Place a reel of thread on the spool pin and

pass the end of

thread into the hole

in the centre of the

bobbin. Then press

the bobbin, as far

s 1t will go, on to

he bobbin winder

.pindle, as shown.

:f the hand

wheel is fitted at

the side of the

machine, it is im-

portant that the

bobbin should be

placed on the bob-

bin winder spindle

with the slot in the

side of the bobbin

to the outside:

If the hand

wheel is fitted at the end of the machine the

bobbin must be placed on the bobbin winder spindle

with the slot in the side of the bobbin to the inside.

Loosen the thumb screw on the bobbin winder,

and lower it in the slot until the rubber ring presses

against the hand wheel ; then tighten the thumb
SCrew.
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Turn the hand
wheel, as when
sewing, at the same
time guiding the
thread with the fin-
ger, as shown in
Fig. 4. When the
bobbin is sufficient-
ly full, remove it
from the spindle
and pass the end of
the thread into the
slot in its edge.
Loosen the thumb
screw on the win-
der, and move i1t up
in the slot so that
the rubber ring is
out of contact with
the hand wheel,
then tighten the
sCrew.

Fig. 4. Hand Wheel and
Bobbin Winder at end of machine.

To Thread the Shuttle

Hold the bobbin
between the thumb
and fore-finger of
the right hand, the
slot in the edge of
the bobbin being at
the bottom, and
allow two or
three inches
of thread to hang
free from the
bobbin. With the
left hand hold the
shuttle with the
wide opening




To Thread the Shuttie—continued

Fig. 6) and under
the end of the
tension spring.
Then pass the end
of thread up
through the
small hole which
is in the upper
edge of the shuttle
(see Fig. 7).

uppermost and,
letting the end
of  thread  pass
through the
shuttle (see Fig.
5), drop the bob-

' bin into it.

Turn the shuttle
over in the fingers,
at the same time
holding the bobbin
in 1t, and draw
the thread into the

# slot in the edge of

the shuttle (see
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To Replace the Shuttle

After threading |
the shuttle, turn |8
the hand wheel}
until the upright]
part of the shuttle
carrier is to the
right. Then, with

the point of the
shuttle nearest
you, and pointing
towards the right,
drop it into the
recess provided, as
shown in Fig. 8.
Raise the needle Fig. 8. |
bar to its highest point, press the lever (C), and turn
back the needle plate to its sewing position.

To Set the Needle

There are two double-
end needle plates fur-
nished with each machine,
each end of the plates
being marked to indicate
— 200, the range of needles to
Fig. 0. be used. See that the
Showing Needle Sizes ~ PTOper plate is applied t
stamped on Needle Plate. ~ the machine and in the

correct position.

Raise the needle bar (4, Fig. 1) to its highest,
loosen the screw (B, Fig. 10) and insert the shank of
the needle up into the needle clamp as far as it will
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go, with the long
groove of the
needle to the left,
and its eye di-
rectly in.line with
the arm of the
machine. Tight-
| en the screw (B).
Loosen the screw
(A) and move the
clamp to right or
left until the
| needle passes
B through the

g centre of the hole
in the mneedle
plate, then tighten
screw (A).

Fig. 10.

Caution : Always be sure to use a straight needle.

To Change the Needle Plate
(See Fig. 10)

Loosen screw (E) and remove needle plate with
hinge pin (D). When replacing the plate see that
the slot of the pin (D) is in the position shown in
Fig. 9 and with its flat facing screw (E). The screw
must then be tightened.

To Thread the Needle for Stitching
(See Fig. 11)

Place a reel of thread on the spool pin on the
arm of the machine, so that the thread will draw
from the back. Raise the wire guide in the oil cup
(6, Fig. 1) on the top of the arm and, after passing the
thread under the wire guide, press it back into posi-
tion. Then pass the thread at the back of the pin
which is near the tension discs on the top of the
machine head, from back to front and right to left
between the tension discs, into the wire thread
eyelet, and up and from front to back through the
hole in ¢he end of the check lever (5, Fig. 1).







