
NA-11 Series 
INSTRUCTION MANUAL



CONTENTS
1. Brief introduction  ..................................................................................... 1

2. Machine specification  .............................................................................. 1

3. Installing the oil pan  ................................................................................. 1

4. Installing the machine head  .................................................................... 2

5. Installing the knee lifter assy  .................................................................. 2

6. Adjusting the knee lifter  ........................................................................... 3

7. Lubrication  ................................................................................................ 3

8. Test operation  ........................................................................................... 4

9. Installing the needle  ................................................................................. 5

10. Removing the bobbin case  .................................................................... 5

11. Winding the bobbin thread  .................................................................... 5

12. Threading the bobbin thread  ................................................................. 6

13. Threading the needle thread  ................................................................. 6

14. Adjusting the stitch length  .................................................................... 7

15. Sewing and backtacking  ........................................................................ 7

16. Adjusting the thread tension  ................................................................. 8

17. Adjusting the presser foot pressure  ..................................................... 8

18. Adjusting the thread tension spring  ..................................................... 9

19. Adjusting the upper thread guide  ....................................................... 10

20. Adjusting the presser foot height  ....................................................... 10

21. Adjusting the feed dog height  ............................................................. 10

22. Adjusting the feed dog angle  ...............................................................11

23. Adjusting the difference of stitch length between the forward and 
backtacking  ............................................................................................11

24. Adjusting the tension release  ..............................................................11



25. Adjusting the timing of needle and feed mechanism  ....................... 12

26. Adjusting the rotary hook lubrication amount  .................................. 12

27. Adjusting the height of needle bar and the timing with hook  .......... 13

28. Adjusting the oil pump  ......................................................................... 13

29. Adjusting the lifting amount of presser feet  ...................................... 14

30. Clean  ...................................................................................................... 15



NA-11型直驱中厚料上下送料平缝机系单直针

采用连杆式送料，连杆挑线机构，旋梭勾线，形

成301线迹。

电脑控制的定针位功能，准确可靠。

It has the function of fixing pin position,
accurate and reliable。
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4. ��fJL� (1:112) Installing the machine head (Fig.2)

1.lnsert the knee lifter lifting bar CD.

2 . � i'1i 1- trt ;re ts'Hil e ffi 1'. tll � � ffi. l't-J pij rU;tJ 
2.lnsert the two hinges® into the holes in the
machine bed.

3.MVL�..tl't-J�tii�ft8ti..ta-:JUHi• ®
�f-Ut•m�tt1'.8t:&a-:J�rl© tflo

3.Clamp the two hinges onto the rubber
cushions® in the work table, and the place the
machine head onto the head cushions© which 
are on the top of the oil pan corners. 

4.�tJL�tlff 0 fi1'.rL'tl o 

4.Tap the rest bar@ into the table hole.

j!.: itf!{if/l.��ffffi),.tli:f:l 0 

�$ff*ffi�&�Q•.•1'.m�"· 
VI. �M��itifiJ. i!��t���io

NOTE: Tap the rest bar securely into the table 
hole, if not, the machine head will not be safe 
when it is tilted back. 

5.��-��� (1113) lnstallingthekneelifterassy.(Fig.J) I

�-��iJc 0. •fft.Hi9-fi1'.�iiHd! f)cp,
ffitu��•ne 

Insert the knee lifter assy. CD into the shaft® 
under the oil pan, and slightly tight the screw@. 
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I a.ii\:$ (IIl6)Test operation(Fig.5 )j 

�mH�*-�ffl�*M�fi••�mN, �
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ffl. �«�����oM�ffl�I��tta�Wa 

ftj-:@fili! o 

Carry out the test operation when start up a new 
sewing machine for the first time, or· restart after 
a long period of non-use. 
Remove the rubber cap (A) on the top of the arm 
and face plate, fully lubricate the parts showed 
by the arrows. 
Install the face plate again, lift the presser foot 
and operate the machine at a lower speed of 
1000-1 S00spm, and observe the oil running 
through the oil gauge window. 
After one month, then the speed can be 
increased according to the different sewing 
operation. 
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12. 3iF � � ( 001 0) Threading the bobbin thread (Fig.1 O)
1 . � i',h ...I: $t � tfl tt J: 7f- .3H'½ � fft !lo 
2 .• ilt�mL��ttn, �€�•ilt=A-iltE�-
3Jitfng_ff�*A•ilt�3fQffl 0tti. �£i:H!l$: 

ii 8 JoH/1,l :SZ D 0 cµ faJ tiL l±Hi ¾ o 

4.� �sl �IM, �iltmIAJtm!Mtt!iti',h o 

5.1& 3'.f �fl� 0, �ij·ilt� �Atrt!l 9l ( :ii!I A Bi ii 
��-ilt�J:.��&ffiA�BH�ME•ilt-...1:.�� 
i� tlHEl lll -g- o l 
1.Turn the machine pulley to lift the needle to its
highest position;
2.The bobbin thread should be right twist, place
the bobbin into the bobbin case; 
3.Pass the thread through the slot CD and spring
plate®, and finally pull it out of the notch@; 
4.Check that the bobbin should turn clockwise if
the thread is pulled;

����..:::-..:::-..:::-..:::::-_-..:::::-_"-_-_-_-_-_-_-_-_-_-�_ -_ -_ -_- _-_- _- __ _ _. _ __,5.Hold the latch©, and place the bobbin case in
113J; fiffi�(li! 11 )Threading the needle thread (Fig.11)1 the hook. 

�-w�zm•umnff�ff��-��. �"��-�#�m�*�B�M��WnMttR�M•a 

Raise the thread take-up lever to its highest position. This will make threading easier and will 
prevent the thread from comina out at the sewina start. • v � 

0 ll.§_ jJ � * 89 tt 9llj f.i!i: "f f!l i c 

Threading as below if 
the resistance of thread 
is large 

ff 

1 
50mm 
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