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Accessories

Dimension

<TSF 5 x 5> <TSF 12.6 x 11> <TSF 24 x 20> <Sock Frame>

L W H A B C
477 565 631 375 437 52823.5kg

Weight
Dimensions (mm)

<Robot Frame>

Speed
Stitching Length

Motor

Electricity

Power Consumption
Bobbin Winder

Operation Box
Hook
Memory Capacity
Memory Media

Safety Device

Optional Device

Main
X-Y

Machine Size [ L x W x H ] mm

Embroidering Range [ X x Y ] mm Tubular Frame 240 x 200

Max. 800 rpm
0.1 ~ 12.7 mm
DC Motor x 1
Step Motor x 2
1-Phase Free Voltage [ 100 ~ 240V ] / [ 50 / 60Hz ]
100 W
Built-in

8” Color LCD  Touch Screen [ New Operation Box ]
Standard (1.4times large Hook - factory option)
Standard 40,000,000 Stitches / 2,000,000 Stitches per design  
USB Memory Stick

Standard : Error Code Message

Robot Frame, Sock Frame

477 x 565 x 631

※ 



SUNNY22 includes all the necessary things for embroidery.
* Independent bobbin winder
* Lettering & Monogram function (150 built-in embroidery designs & Design editing function)
* Mouse Available
* SWNS (Photo stitch / Hand stitch / Korean, Chinese fonts available)

Users can easily achieve a wide range of embroidery works with SUNNY22. 
* 8” Wide screen
* Check the real-time percentage of completion
* SUNNY22 automatically repositions if you rework after a power outage

All in SUNNY22
SUNNY22 provides a wide range to embroider on various product.

* 7 Color Single-head Embroidery Machine

* 3 Kinds of standard frames (TSF 5x5, TSF 12.6x11, TSF 24x20)
* Robot frame (Available for a wide range of items)

Users can easily manage their machines by SUNNY22 only Platform.
* Exclusive website only for SUNNY22 (Installation / Operation / Maintenance / Serviece) : https://swfsunny.com
* Manuals / Softwares / Inquiries for SUNNY22
* SWNS software

Productivity

User-friendly Online Platform

, 

1.4 Times
(Factory Option)

Standard

<Online Platform> <SWNS><8” Operation Panel> <PC connection>

<7 needle> <Bobbin> <Bed girth 185mm> <Mouse> <Bobbin Winder> <Lettering>

<Tension Controller>




